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Keep clear track fixing area

Width of Won-Door track system

1. 10mm threaded rod with nuts and washers by main contractor.
Spacing: 600mm centres through opening, 300mm in stack depth
areas.

NOTE: All fixings must be kept clear of “Track Fixing Area”

2. Two (2) Layers 17mm x 460mm continuous plywood, screwed and
glued, to be parallel with floor. Maximum level tolerance of +/- 5mm.
By main contractor.

3. Sound proofing: Insulate above header as required for sound
proofing “by others”.

4. Plywood head recessed anywhere between 34 - 75mm above the
ceiling.

NOTE: 34mm recess will set Won-Door tracks at ceiling height.
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1 1 : 5 Plan Detail

SINGLE PARTING CLOSED
2 1 : 5 Plan Detail

SINGLE PARTING OPEN

3 1 : 5 Plan Detail

BI-PARTING CLOSED
4 1 : 5 Plan Detail

BI-PARTING OPEN
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Optional hardwood jambs to stop 43mm below plywood header

Optional hardwood jambs to stop 43mm below plywood header

Optional hardwood jambs to stop 43mm below plywood header

34mm

Acoustic insulation by others

Acoustic insulation by others

Acoustic insulation by others

NOTE: Contact Won-Door for stack depth of door.

BY
 C

O
N

TR
A

CT
O

R

BY
 W

O
N

-D
O

O
R

BY CO
N

TRA
CTO

R

BY W
O

N
-DO

O
R

Optional hardwood jambs to stop 43mm below plywood header

Acoustic insulation by others



SCALE @ A1= 1 : 5

DO NOT SCALE OFF THIS DRAWING.

CONTRACTOR MUST VERIFY ALL DIMENSIONS ON SITE 
BEFORE COMMENCING ANY WORK.

IF THERE ARE ANY DISCREPANCIES IN THE DOCMENTS 
PLEASE SEEK CLARIFICATION BEFORE PROCEEDING 

WITH ANY WORK.

COPYRIGHT © WON-DOOR

DURASOUND FLOATING JAMB DETAILS - SINGLE PARTING

ORIGINAL DRAWING
IN COLOUR Page 4

1 1 : 5 Plan Detail

FLOATING JAMB CLOSED

BY
 C

O
N

TR
A

CT
O

R

BY
 W

O
N

-D
O

O
R

BY CO
N

TRA
CTO

R

BY W
O

N
-DO

O
R

Optional hardwood jamb to stop 43mm below plywood header

Acoustic insulation by others

Floating wall jamb

Floating jamb stops
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Floating wall jamb

Acoustic insulation by others
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FLOATING JAMB OPEN
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Optional hardwood jamb to stop 43mm below plywood header

Acoustic insulation by others

Acoustic insulation by others

460mm

34mm

100mm

100mm

NOTE: Floating jamb construction in pockets reduces panel quantity, 
resulting in shallower pocket depth but slightly diminished acoustic 
performance. Contact Won-Door for stack depth dimensions.

370mm approx. 460mm
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NOTE: Floating jamb construction in pockets reduces panel quantity, 
resulting in shallower pocket depth but slightly diminished acoustic 
performance. Contact Won-Door for stack depth dimensions.
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