NOTE: THIS DETAIL TYPICAL FOR ALL DOORS.
SEE ARCHITECTURAL PLANS FOR SPECIFIC
WALL CONFIGURATIONS

DOOR BUMPER BY OTHERS REQUIRED WHEN
SPRING LOADED HINGE IS NOT USED.

CLEAR OPENING

92 MIN. WIDTH, FULL HEIGHT BACKING 76
FROM EACH SIDE AND CENTERED IN
POCKET BY OTHERS

—FLOATING JAMB BY WON-DOOR —
F‘rLOATING JAMB STOPS BY WON*DOQ‘R

e—Ad-—_— - - — - __

CONTROL BOX MOUNTED AT THE BACK

\

OF THE POCKET BY WON-DOOR \

POCKET COVER DOOR W/SPRING OPEN
HINGE ALL BY OTHERS (DOOR MUST NOT

-~ """ 'ENCROACH WITHIN 229 OF THE —-
CENTERLINE WHEN OPEN)

MAGNETIC CATCH BY OTHERS (MUST NOT ———
EXCEED 13.6KG RESISTANCE)

RATED WALL CONSTRUCTION BY

OTHERS /

SOLID CONTINUOUS BACKING PLACED 127
FROM THE FACE OF THE POCKET BY
OTHERS

NOTE: OBJECTS (WALLS, SOFFITS, DOORS,
DOORJAMBS, ETC.) MUST NOT ENCROACH WITHIN | |
229 OF THE CENTERLINE FOR THE ENTIRE LENGTH
& HEIGHT OF PARTITION

BI-PART CURVED POCKET & STRIKER DETAIL

SCALE: NO SCALE

fire & security solutions

WON-DOOR
CORPORATION

1865 SOUTH 3480 WEST
SALT LAKE CITY, UT 84104

DOOR BUMPER BY OTHERS REQUIRED WHEN

SPRING LOADED HINGE IS NOT USED.



